ALL NON-CURRENT CARRYING METALLIC
PARTS TO BE BONDED TO NEUTRAL AND
EFFECTIVELY GROUNDED -SEE DRAWINGS Iﬁﬁ% SV/TTCS L'\J",\'ﬁER
6.4.1 AND 6.4.2 FOR TYPICAL GROUNDING AND

BONDING DETAILS. ENGRAVED METAL

SPACER (AS NEEDED) OR PLASTIC
LEHI CITY BUILDING INSPECTION

SHALL INSPECT ELECTRICAL
SERVICE PRIOR TO CONNECTION
BY LEHI POWER.

[ MAIN
DISCONNECT
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LEHI POWER DEPARTMENT
SHALL DETERMINE LOCATION
OF ALL METER EQUIPMENT.
CONTACT LEHI POWER
ENGINEERING DIVISION

6' MAX. FROM
FINAL GRADE

\
\
\
\
\

ANCHOR RISER TO CONCRETE

FOUNDATION WALL.

ANCHOR WITH PIPE CLAMP TO

6" MIN UNISTRUT WITH (2) & DIA.|
l

ANCHORS WITH 2-1/2"
EMBEDMENT (MIN.) A A A AR AN

\ FOR 4 METER STACK

FINAL GRADE MAY
RMC INSTALLED BELOW GRADE BE GRAVEL: FOR

SHALL BE SUITABLY WRAPPED
W/ PVC TAPE FOR PROTECTION SCH.40 PVC CONDUIT TO 5 METER STACK FINAL

GRADE SHALL
- POWER SOURCE.

SONDIIT & CONDRSIY  — 7 ELECTRICAL CONTRACTOR  BE CONCRETE.
3" DIA MINIMUM SHALL PROVIDE AND PULL

CONDUCTORS FROM MAIN TO

Z 1 THE SOURCE. (TRANSFORMER)

RMC LONG SWEEP ELBOW
NOTES:

1. OWNER/BUILDER SHALL PROVIDE AND INSTALL CONDUIT AND CONDUCTOR FROM THE
TRANSFORMER TO THE LINE SIDE OF THE METER SOCKET.

2. OWNER SHALL MAINTAIN CONDUIT AND CONDUCTOR FROM TRANSFORMER TO METER.
3. CONDUIT CLAMP(S) MUST BE ABOVE GROUND.

4. INSPECTION REQUIRED PRIOR TO BACKFILL OF TRENCH. REFER TO 4.2.1

5. INSPECTION REQUIRED PRIOR TO PERMANENT POWER CONNECTION.
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